
PLEA
SE R

EA
D

 A
N

D
 FO

LLO
W

 A
LL W

A
R

N
IN

G
S

R
ead O

perating Instructions
Alw

ays becom
e fam

iliar w
ith all the

instructions and w
arnings before

operating any pow
er tool.

A
lw

ays W
ear A

pproved
Eye Protection
Im

pact resistant eye protection
should m

eet or exceed the
standards as set forth in the U

nited
States AN

SI Z87.1, O
ccupational

and Educational Eye and Face
Protection. Look for the m

arking
Z87.1 on your eye protection to
insure that it is an approved style.
For further inform

ation, AN
SI Z87.1,

O
ccupational and Educational Eye

and Face Protection, is available
from

 the Am
erican N

ational
Standards Institute, Inc., 11 W

est
42nd Street, N

ew
 York, N

Y 10036.
H

earing Protection is
R

ecom
m

ended
H

earing protection should be used
w

hen the noise level exposure
equals or exceeds an 8 hour tim

e-
w

eighted average sound level of 85
dBA. Process noise, reflective
surfaces, other tools being
operated nearby, all add to the
noise level present in your w

ork
area. If you are unable to determ

ine
your noise level exposure, w

e
recom

m
end the use of hearing

protection.
A

void Prolonged Exposure to
Vibration
Tools can vibrate during use.
Prolonged  exposure to vibration or
very repetitive hand and arm
m

ovem
ents, can cause injury.

Stop using any tool if discom
fort,

tingling feeling or pain occurs.  You
should consult your physician
before resum

ing use of the tool.
90 PSIG

 M
axim

um
This tool is designed to operate at

an air pressure of 90 pounds per
square inch gauge pressure (90
PSIG

) m
axim

um
, at the tool. U

se of
higher air pressure can, and m

ay
cause injury.  Also, the use of
higher air pressure places the
internal com

ponents under loads
and stresses they w

ere not
designed for, causing prem

ature
failure. The air supply should be
clean and dry, preferably
lubricated. For best results, drain
the m

oisture from
 your com

pressor
daily.

U
niversal Tool

A
 D

ivision of Florida Pneum
atic M

anufacturing C
orporation

851 Jupiter Park Lane, Jupiter, Florida 33458
Toll Free 1-800-327-9403

R
ead these instructions carefully before attem

pting to install, operate
or service this Florida Pneum

atic product.  Failure to com
ply w

ith the
instructions could result in personal injury and/or property dam

age!
R

etain these instructions for future reference. devices as furnished by the m
anufac-

turer.  W
here an air tool is m

odified or
altered, the m

odifier shall provide the
safeguards to enable it to be safely used
in the operations intended and to com

ply
w

ith any applicable provisions as
contained in AN

SI B186.1.

Tool Installation
Pressure regulators shall be used to lim

it
air pressure to the rated pressure w

here
the supply pressure exceeds the tool’s
rated pressure.  Air hoses and lines shall
be relieved of com

pressed air before
being disconnected or disjointed, unless
there is autom

atic valve closing protec-
tion at the joint being separated.  Syn-
thetic lubricants w

hich can cause
deterioration of elastom

er seals shall not
be used in air system

s of air tools.

Tool M
aintenance

It shall be the tool ow
ner’s and/or

em
ployer’s responsibility to assure that

tools are m
aintained in a safe operating

condition.  Tool m
aintenance and repair

shall be perform
ed by authorized,

trained, com
petent personnel.  Tools shall

be disconnected from
 their com

pressed
air supply before repairs are attem

pted.
R

epairs shall be consistent w
ith the

m
anufacturer’s recom

m
ended proce-

dures.  Tool, hoses and fittings shall be
replaced if unsuitable for safe operation.
It shall be the tool ow

ner’s and/or
em

ployer’s responsibility to keep required
rating m

arkings and w
arnings on the tool

in legible condition.

FPM
C

W
ARNING

:
Som

e dust created by pow
er sanding,

saw
ing, grinding, drilling, and other

construction activities contains chem
icals

know
n to cause cancer, birth defects or

reproductive harm
. Som

e exam
ples of

these chem
icals are:

•
Lead from

 lead-based paints
•

C
rystalline silica from

 bricks, cem
ent

and other m
asonry products

•
Arsenic and chrom

ium
 from

 chem
i-

cally treated lum
ber

Your risk from
 these exposures varies,

depending on how
 often you do this type

of w
ork. To reduce your exposure to

these chem
icals, w

ork in a w
ell-ventilated

area and w
ork w

ith approved safety
equipm

ent such as those dust m
asks that

are specially designed to filter out
m

icroscopic particles.

Safety Instructions
The follow

ing instructions are furnished
as general guidelines for use of your
pneum

atic tool.  They cannot com
pre-

hensively cover all possible or conceiv-
able uses of the subject tool.  For
additional inform

ation on the safe use
of air tools, w

e advise you to obtain a
copy of AN

SI B186.1 Safety C
ode for

Portable Air Tools, available from
 the

follow
ing source:

Am
erican N

ational Standards
Institute, Inc.
11 W

est 42nd Street
N

ew
 York, N

Y 10036.
The use of the w

ord “shall” in the
follow

ing instructions, indicates that
adherence to the particular require-
m

ent is necessary to conform
 to AN

SI
B186.1.

Tool A
pplication and U

sage
Portable tools shall be used only for
the purposes intended in their design
and w

ithin the capacity for w
hich they

w
ere intended and rated.  It shall be

the tool ow
ner’s and/or em

ployer’s
responsibility to instruct each operator
in the safe use of the tool.  Tools shall
not be used w

ithout guards and safety

U
T8893-26 &

 U
T8893-60

3/8-in. Angle Drill

D
esigned for continuous precision drilling for “Airfram

e Assem
bly” and “H

igh
Volum

e Production” applications. M
achined carbon fiber blades & carbon

steel m
otor parts allow

 “O
il Free” use; H

ighest precision engineering ensure s
600,000 cycles of use ;Internal silencer baffle reduces noise pressure to 78
dBA; 0.9 H

P m
otor ensures no slow

 dow
n & clean break through. 1/4" x 28

TPI internal thread for threaded shank drill bits; Angle head and angle head
parts interchangeable w

ith leading brand.



Specifications

U
T8893-26 &

 U
T8893-60

3/8-in. A
ngle Drill

Lim
ited W

arranty
U

niversal Tool w
arrants its tools to be free from

 defects in m
aterial and w

orkm
anship for one year from

 the
date of purchase.  This w

arranty does not apply to tools w
hich have been abused, m

isused, m
odified or

repaired by som
eone other than U

niversal Tool or its authorized service centers.  If a U
niversal Tool proves

defective in m
aterial of w

orkm
anship w

ithin one year after purchase, return it to any authorized service
center or to U

niversal Tool, freight prepaid.  Please enclose your nam
e, address and adequate proof of

purchase date w
ith a brief description of the defect.  U

niversal Tool w
ill, at its option, repair or replace

defective tools, free of charge.  R
epairs or replacem

ents are w
arranted as described above for the rem

ain-
der of the w

arranty period.  U
niversal Tool's sole liability and your exclusive rem

edy  under this w
arranty is

lim
ited to repair or replacem

ent of the defective tool.  There are no other w
arranties expressed or im

plied and
U

niversal Tool shall not be liable for incidental, consequential or special dam
ages, or any other dam

ages,
costs or expense of repair or replacem

ent as described above.

UT8893-26
UT8893-60

Chuck
Capacity

1/4" x 28 TPI
1/4" x 28 TPI

Free
Speed (RPM

)
2,600 RPM

6,000 RPM
W

eight(lbs)
2.4

2.4
Length

(in)
10-7/8"

10-7/8"
Average

Air (CFM
)

4.5
4.5

Rec Hose
Size (in)

3/8"
3/8"

InletSize (NPT)
1/4"

1/4"
M

ax.Pressure
90 PSI

90 PSI

9389528-6K1


