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UT9155
0.5 HP Reciprocating Air Saw

WARNING: Risk of injury to persons. Read and 
understand operation instructions.  Always become familiar 
with all the instructions and warnings before operating any 
pneumatic tool.
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Safety Information
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Vibration Level (m/sec2): 2.5 Noise Level (dBA): 79

Model No.
Stroke Length

(in.)
Weight

(lbs)
Length

(in.)
Stroke Speed

(SPM)
Air Inlet

(in.)
Hose Size

(in.)
Air Cons. 

(CFM)
9155 .45 2.43 12.2 5,000 1/4 3/8 3.5

Model No.
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Installation

1 Cleaning the air hose

 A 3/8" air hose is required, with a maximum length of 25 ft. 

 Clean the air hose of accumulated dust and moisture 
before connecting it to the air supply.

NOTE: If a longer air hose is required, connect a 1/2" air 
hose to the 3/8" air hose to ensure the die grinder has the 
necessary air supply.

Ensure the air line is shut-off and drained of air before removing this tool for service or changing sockets. This will prevent the tool from 
operating if the throttle is accidentally engaged.

LUBRICATION
 

 

 Adjust the in-line lubricator by placing a sheet of paper next to the tool’s exhaust ports and holding the throttle open approximately 30 
seconds. The lubricator is properly set when a light stain of oil collects on the paper. 

 If it is necessary to store the tool for an extended period of time (overnight, weekend, etc.), generously lubricate the tool through the air 
inlet. Run the tool for approximately 30 seconds to ensure the oil is evenly distributed throughout the tool. Store the tool in a clean and 
dry environment. 

 Recommended lubricants: Air tool oil or any other high grade turbine oil containing moisture absorbent, rust inhibitors, metal wetting 
agents, and an EP (extreme pressure) additive.

Maintenance

Recommended Air Line Set-Up

Part Description

A Air Tool

B Quick Plug

C Quick Coupler

D Air Hose

E In-line Regulator

F In-line Lubricator

G In-line Filter

H Air Compressor
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Operation

1 Operating the cut-off tool

 This cut-off tool is designed to operate on 90 PSIG. Lower 
pressure (below 90 PSIG) will reduce performance of 
the tool. Higher air pressure (over 90 PSIG) raises the 
performance of the tool beyond its rated capacity and 
could cause serious damage to the tool and the user. 
 

2 Installing the cut-off wheel 
 

WARNING: Disconnect the tool from the air supply before 
servicing or changing accessories.

WARNING:  Always use ANSI approved grinding stones 
with the rated tool RPM.

 Loosen the collet nut with the spanner wrenches enclosed.

 Insert the cut-off wheel into the collet.

3 Removing the cut-off wheel 
 
 

WARNING: Disconnect the tool from the air supply before 
servicing or changing accessories.

 Loosen the collet nut with the spanner wrenches.

 Pull the cut-off wheel out and tighten the collet nut with the 
spanner wrenches.

4 Grinding and deburring 
 

WARNING: You must wear the ANSI approved eye 
protection during the operation; failure to follow this this may 
result in serious injury or damage to the operator.

WARNING: Hearing protection is strongly recommended. A 
[rotective respirator is recommended.

 Connect the cut-off tool to the air supply.  

 This tool features the safety lock-off mechanism.

 Operate the tool by disengaging the lock-off mechanism 
and depressing the throttle lever to run the tool.
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Troubleshooting

Problem Possible Cause Solution

The tool runs slowly or will not 
operate.

There is grit or gum in the tool. Flush the tool with air tool oil or gum solvent.

The tool is out of oil. Lubricate the tool according to the lubrication 
instructions in this manual.

The air pressure is low.  Adjust the regulator on the tool to the 
maximum setting.

 Adjust the compressor regulator to the tool’s 
maximum setting of 90 psi.

The air hose leaks.  
thread tape if leaks are found.

The air pressure drops.  Ensure the hose is the proper size. Long 
hoses or tools using large volumes of air may 
require a hose with an I.D. of ½" or larger 
depending on the total length of the hose.

 Do not use a multiple number of hoses 
connected together with a quick connect 

and reduces the tool power. Directly connect 
the hoses together.

There is a worn rotor blade in the motor.  Replace the rotor blade.

There is a worn ball bearing in the motor.  Remove and inspect the bearing for rust, dirt, 
and grit. Replace or clean and grease the 
bearing with bearing grease.

There is moisture blowing out 
of the tool’s exhaust.

There is water in the tank.  Drain the tank. (See the air compressor 
manual for instructions.) Lubricate the tool 
and run it until water is not evident. Lubricate 
the tool again and run for 1-2 seconds.

Warranty

Limited Warranty: Universal Tool warrants its tools to be free from defects in material and workmanship for one year from the date of 

Tool or its authorized service centers. If a UT tool proves defective in material or workmanship within one year after purchase, return 
it to any authorized service center or Universal Tool freight prepaid. Please enclose your name, address and adequate proof of date of 
purchase and a short description of the defect. Universal Tool will,at its option, repair or replace defective tools free of charge. Repairs or 
replacements are warranted as described above for the remainder of the original warranty period. Universal Tool's sole liability  and your 
exclusive remedy under this warranty is limited to repair or replacement of the defective tool.

There are no other warranties expressed or implied and Universal Tool shall not be liable for incidental, consequential or special damages, 
or any other damages,costs or expenses excepting only the cost or expense of repair or replacement as described above.



Ref. # Part # Description Qty Ref. # Part # Description Qty

1 9ST70004AS Regulator Set 1
19 921026 Nut 12 9ST22007-1AS Valve Stem Set 1
20 9ST21027 Clamp Nut 13 9ST22003 Air Inlet (NPT) 1
21 9ST22045 Rubber Ring 1

4 9ST20010B-1AS Exhaust Sleeve Set 1 22 9ST22029AS Head Set 1
5 9ST20022B Cone Muffler 1 23 9ST22030 Washer 1
6 9STA29155 Protecting Rubber 1 24 9ST22033BAS Bevel Gear Set 1
7 912012.1 Spring Pin 1 25 9ST25441 Bearing 2
8 9ST200A13 Lever 1 26 9ST22035 Screw 2
9 9ST21015 Housing 1 27 9ST22027 O-Ring 1

10 920312 Bearing 1 28 9ST220A40RLAS Head Guard Set 1
11 9ST70017 Rear Plate 1 29 9ST2922043 Screw 6
12 920019 Rotor Blade 4 30 981340 Screw 1
13 9ST288321 Rotor  1 31 9ST70628 Washer 1
14 9ST70021AS Cylinder Set 1 32 9ST220A45 Attachment 1
15 920022 Bearing Spacer 1 33 9ST22039 Drive Shaft 1
16 9ST21023 Front Plate 1 34 9ST220A49AS Holder Cap Set 1
17 921024 Bearing 2 35 9ST2204318 Saw 1

18 9ST22026 Bevel Gear 1

3 9ST22003-2 Air Inlet (BSP) 1
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Service Parts / Exploded View Drawing
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Universal Tool
™

Questions, problems, missing parts? 

Call Customer Service 
8 a.m.-5 p.m., EST, Monday-Friday

1-800-356-3392

FLORIDA-PNEUMATIC.COM

Retain this manual for future use.


